**DESIGN**

**LZ 4001**

\[
\begin{align*}
A &= 220 \text{ mm} \\
B &= 170 \text{ mm} \\
C &= 30 \text{ mm} \\
D &= 160 \text{ mm} \\
E &= 25 \text{ mm} \\
F &= \varnothing 13 \text{ mm} \\
G &= 120 \text{ mm} \\
\text{thickness of ground plate} &= 5 \text{ mm}
\end{align*}
\]

**ACCESSOIRES**

The following installation screw sets are available for LZ 4001:

**Elevator car or counter weight:**
4 bolts M12x40 including spring-washer, washer and nut (see figure 1)
bolt: property class 8.8/8 (nut)

**Shaft wall:**
4 Hilti HSL-3 M8/20 (see figure 2),
(minimum concrete strength required: \(b_w = 30 \text{ N/mm}^2\))

**Crimping sleeve:**
For recommended crimping sleeves see "Installation Tools"

**VERSIONS**

<table>
<thead>
<tr>
<th>Article No.</th>
<th>Product</th>
<th>PU</th>
</tr>
</thead>
<tbody>
<tr>
<td>184606</td>
<td>LZ 4001</td>
<td>1 pc.</td>
</tr>
<tr>
<td>185214</td>
<td>Screw set M12x40 for fixing to elevator car or counter weight</td>
<td>2 pcs.</td>
</tr>
<tr>
<td>185215</td>
<td>Hilti HSL-3 M8/20 for fixing to shaft wall</td>
<td>2 pcs.</td>
</tr>
</tbody>
</table>

As of 14.07.2020

Subject to technical modification.